
Marcellus Shale

A Treatment Alternative Applying 

VSEP by New Logic Research 
 Technology Employing Nanofiltration

Treatment for Flowback





VSep Pilot Unit



Flowback Volume 

 and TDS versus 

 time
A Vertical Well

About 80% of flowback 

 
returned in 14 days

About 60% of TDS 

 
returned in 14 days

TDS about 70,000  mg/l @ 

 
14 days

Average combined TDS  = 

 
48,000 mg/l

Log function provides 

 
good fit for data

y = 76330ln(x) + 12620
R² = 0.9423

y = 23203ln(x) + 5769
R² = 0.8343
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Day of Flowback

Flowback Characteristics  @ Susquehanna Co. Well

Flow

TDS



Typical Batch Run
Focus on  Flux Rate the blue  

 
line: Initial conductivity = 

 
34.5  mS/cm

High flux  at start

Clean water flushes  where 

 
periodic peaks occur

Red line shows the 

 
accumulation of permeate

Information from many 

 
batches used to estimate 

 
design flux rate
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Batch #8 Runout for Well 5H, Tank 28409L

Temp Corrected  Flux

Accumulated Permeate * 1/10



Flowback Sample, Permeate, & Concentrate



Pit Water Sample, Permeate, & Concentrate



Re‐use Evaluation
One well service company described 

 
the Vsep permeate as “good quality”

Langelier Index  implying moderate 

 
scaling potential

Microbial Activity Indicator (ATP) –

 
Shows no evidence of  biological 

 
growth

Scale and Iron control chemistries 

 
need to be applied during the 

 
fracturing process



















Space Requirement @ Well Pad for 
 a 1,000 BPD Treatment Facility

• 60’
 

x 80’
 

bermed
 

area with membrane liner to 
 contain the following

– Diesel powered electric generator 
– 40’

 
trailer with two nanofiltration

 
units and 

 control skid

– 40’
 

trailer with feed tanks, 

– 20,000 gal feed storage tank?
– 20,000 gal concentrate storage tank
– 20,000 gal permeate storage tank



Talking Points and Feedback

• What are gas industry water quality needs?

• Re‐use Water Quality Requirements

• Environmental Concerns About Re‐use

• Safety Concerns
• Economic Factors

– Effect of Impending  DEP Discharge Limits

– Present & Future Costs for Flowback
 

Disposal

– mgalimberti@vsep.com
 

tel
 

814 861 1506

mailto:mgalimberti@vsep.com
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